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TECHNICAL DATA

PRODUCT DESCRIPTION AND INSTRUCTIONS FOR  USE

Digital render

Disclaimer:
Colour variance is an inherent property of our products as they are handmade and colour may vary from product to product. The onus is on the client to confirm 
colours by looking at physical samples and completed projects. Custom colour development available on request. Please refer to the website for more information.
 

Limesite™ Penumbra Bollard

The tall post is designed as an architectural element to accentuate and visually stand out and illuminate its settings, thereby physically deterring 
vehicles and people protecting property from impact forces.

Guidelines
The Penumbra bollard can be set in 120mm - 200mm concrete for installation.
No electrical supply was designed for the unit.
The units uphold SABS standards, an electrician is able to install an LED strip into the allocated space.
This product does not require any maintenance and will age naturally.

DIMENSIONS 300mm (L) x 200mm (W) x 1000mm (H) MATERIAL THICKNESS N/A

STRENGH 80 - 120mpa (Dependent on colour) WEIGHT ± 111kg

COLOURS Available in Evolve colour range | recycled Limesite™ mix

FINISH Dimensions Finish | Unsealed

MATERIAL Limesite™ (high performance, integrally coloured concrete) | up to 81% recycled material.

FEATURES Easy care routine | No maintenance required

SUITABILITY Outdoor | Wet Areas# USE Architectural perimeter | Lighting


